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Ambient 
Vaporizers
SAFE, EFFICIENT, ECONOMIC 



Model Number
8-Hr Nominal  

Flow Rate 
(SCFH, N2)

Inlet/Outlet  
Connections

MAWP 
(psig)

Weight 
(lbs)

Dimensions  
L x W x H  

(ft)

VPCL-2K-700-04 2,300 1" MNPT 700 140 1'10" x 1'10" x 12'8"

VPCL-3K-700-04 3,500 1" MNPT 700 210 2'9" x 1'10" x 12'8"

VPCL-5K-700-04 5,000 1" MNPT 700 275 3'9" x 1'10" x 12'8"

VPCL-7K-700-04 7,500 1" MNPT 700 385 3'9" x 2'10" x 12'8"

VPC-10K-700-04 11,500 1" MNPT 700 575 4'0" x 3'4" x 17'6"

VPC-15K-700-04 15,000 1" MNPT 700 750 4'0" x 4'4" x 17'6"

VPC-20K-700-04 20,100 1" MNPT 700 900 5'4" x 4'0" x 17'6"

VPC-25K-700-06 25,000 1 1/2" T&G Flange 700 1,150 6'0" x 4'4" x 17'6"

VPC-30K-700-06 30,000 1 1/2" T&G Flange 700 1,400 6'0" x 5'4" x 17'6"

VPC-35K-700-06 35,100 1 1/2" T&G Flange 700 1,650 6'4" x 6'0" x 17'6"

VPC-45K-700-06 45,500 1 1/2" T&G Flange 700 2,200 6'4" x 6'0" x 23'6"

VPC-50K-700-07 53,000 2" T&G Flange 700 2,500 7'4" x 6'0" x 23'6"

VPC-60K-700-07 61,000 2" T&G Flange 700 2,900 8'0" x 6'4" x 23'6"

VPC-70K-700-07 71,000 2" T&G Flange 700 3,400 8'0" x 7'4" x 23'6"

VPC-80K-700-07 82,000 2" T&G Flange 700 3,850 8'4" x 8'0" x 23'6"

VPC-100K-700-07 101,000 2" T&G Flange 700 4,300 9'4" x 8'0" x 23'6"

Optional Connection Types Design Pressure

MNPT (Male Pipe Thread) 700 psig 48 barg

150 lb ANSI F.F. Flange 275 psig 19 barg

300 lb ANSI F.F. Flange 450 psig 31 barg

Mueller T&G Flange (Solder OD) 700 psig 48 barg

Ambient Vaporizer flow rates and specifications



Telephone: 
 508-380-3256

Request a quote: 
 vaporizers@fibatech.com

•	 Low & High-Pressure and 
Pressure-Building Models

•	 Fins Designed for 
Maximum Surface Area

•	 Wide-Gap Design for 
Superior Air Flow

•	 Customized Models 
Available for Special 
Applications

•	 Simple Assembly

•	 No Welding Required

•	 Expandable, Modular 
Design

•	 Stackable with No  
Crating Required

•	 Custom Accessories 
Available

How To Select Your Ideal Vaporizer

Features & Benefits

CATALOG MODEL NUMBER CONFIGURATION
(EXAMPLE)

- - -
Series

VPC  
(Crimped Construction)

VPCL  
(Crimped Leg Construction)

2KVPC 600 01
Inlet/Outlet Conn.

01: 1/2" FNPT SS 
(SS LINED MODELS)

02: 1/2" FNPT MONEL 
(MONEL LINED MODELS)

03: 3/4" MNPT BRASS  
(ALUM MODELS)

04: 1" MNPT BRASS 
(ALUM MODELS)

05: 4-BOLT MUELLER FLANGE  
W/MATE - 1" (ALUM MODELS)

06: 4-BOLT MUELLER FLANGE  
W/MATE - 1 1/2"  
(ALUM MODELS)

07: 4-BOLT MEULLER FLANGE  
W/MATE - 2" (ALUM MODELS)

09: 1 1/2" MNPT ALUM  
(ALUM MODELS)

10: 3/4” FNPT ALUM  
(ALUM MODELS)

Design Pressure/ 
Wetted Mat’l Designator

600: 600 PSIG  
(ALUM MODELS)

700: 700 PSIG  
(ALUM MODELS)

SS1: 4,500 PSIG  
(SS LINED MODELS - 1/2" TUBE)

SS2: 6,000 PSIG  
(SS LINED MODELS - 1/2" TUBE)

SS3: 6,000 PSIG  
(SS LINED MODELS - 1" TUBE)

MO: 6,000 PSIG  
(MONEL LINED MODELS - 1/2")

Nominal Flow Rate

2K: 2,000 SCFH

3K: 3,000 SCFH

5K: 5,000 SCFH

7K: 7,000 SCFH

10K: 10,000 SCFH

15K: 15,000 SCFH

20K: 20,000 SCFH

25K: 25,000 SCFH

30K: 30,000 SCFH

35K: 35,000 SCFH

45K: 45,000 SCFH

50K: 50,000 SCFH

60K: 60,000 SCFH

70K: 70,000 SCFH

80K: 80,000 SCFH

100K: 100, 000 SCFH

Download brochure: 
 Click Here

https://www.fibatech.com/wp-content/uploads/2018/02/Ambient-Vaporizers.pdf



